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manholes for containers
lids for drainage manholes 
caps and hinges
chains, ropes and anchoring accessories
spirals
wheels
door components
staircase components
nuts and bolts
welding materials
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accessories
Ecor offers a full range of accessories, from manholes 
to caps, from chains to spirals, from wheels to nuts and 
bolts, etc.
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Round manholes, reverse opening

Manholes for inox containers are not in direct contact with the contents and are manufactured in AISI 304/316 L. Manhole seals for 
standard containers are made of rubber that is convenient for storing non-aggressive foodstuffs. On request, we can deliver seals in 
Viton, silicon, NBR, EPDM or other polymers on the market.
They are used in the following sectors: food, chemical, ecological, transportation, industry and construction installations.

A= useful passage
Highest working pressure: 0,02 BAR

Item CHIUSINO

Table for manhole gasket according to field of application

A H H1 L1 L2 S S1

Dimensions in mm

220 45 50 168 160 1,5 1,2

300 45 85 208 193 1,5 1,2

370 45 85 242 233 1,5 1,2

400 45 102 258 250 2 1,2

500 45 105 310 302 2 1,5

600 45 90 360 355 2 1,5

Material °C highest and lowest permitted Colour Recommended applications

Related to food -45 °C
+80 °C Red Wine

NBR -30 °C
+100 °C White

Ethyl alcohol
Vegetable oils

Milk

Silicon -60 °C
+200 °C

Brick
Translucent

Milk
Hydrogen peroxide 90 %

Glucose

EPDM -45 °C
+130 °C Black

Vinegar
Citric acid

Tannic acid

Viton -20 °C
+200 °C

Black
Beige

Soya oil
Nitric acid

H
1

H

S1

AS

L2L1
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Stainless steel Odourless Lids for Drainage Manholes

The hygienic manhole covers are built entirely in AISI 304 stainless steel, and on request in stainless steel AISI 316, they are perfectly
adaptable to different coatings currently used: tile, concrete anti-wear, resins, PVC.
They do not oxidize, do not rust, and facilitate cleaning of the premises in all sectors of the food industry. They have applications in 
food, chemical-pharmaceutical, cosmetic industries, laboratories, hospitals, professional kitchens, swimming pools, shipbuilding, etc. 

Item CHIUSICE - Item CHIUSI

Basket removable on request A Ø B C D Flow Flow
Availability

Ø Dimensions in mm lt/min. Kg.

 100 40 34 14 14 70 •

50 150 50 75,5 47 30 330 x

63 200 63 95 53 44,5 1900 •

100 250 100 157 105 122 1300 x

80 300 80 105 62 77 700 •

100 300 100 160 62 122 700 •

Heavy load rosette 200 mm width for manhole lids from 300 deliveries on request 3450

A

C

Ø B

D
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Item 700
Standard

Item 701
Medium

Item 702
Large
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Lids with Adjustable Bolt and Fasteners with Lever

Item 703
Fastener with folded stirrup

Item 704
Fastener with spring

Item 705
Fastener with flat stirrup

Item Universale
Universal fastener
without fixed protection

A

B

Item AxB

700 60x25

701 80x30

702 100x40

703 43x17

704 70x25

705 44x17

12,5

33 28 3641

Ø 3,5 mm

18 12,7

28

52
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Item 709c
Ball bearing hinge

Item CER

Item 709e
Ball bearing hinge
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Hinges

Ball Bearing Hinges

Item A
mm

B
mm

Sp.
mm

709c 102 89 2,5

Item A
mm

B
mm

Sp.
mm

709e 89 76 2,5

Width, while open

A (mm)

Tape thickness

S (mm)

Ø Shaft
 

D (mm)

20 0,7 1,5

32 0,7  2

40 0,7 1,5

40 1,5 4

40 1,5 6

50 2 6

60 2 6

80 2 6

100 3 9

S

AD

We can deliver hinges with various openings, lengths and properties on request

A

B

A

B

A

B

A D

B
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Sp
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Hinges, separable, ball bearing, round edge, left and right, for welding

Item 709i
Hinge, ball bearing, round edge, left and right

Item A
mm

B
mm

Sp.
mm

709i 80 80 2,5

A

B

A

B

A

B

A D

B

Sp

Sp

C

C

A

B

C R

A

B

Item 709m
Hinge, ball bearing, round edge, left and right

Item A
mm

B
mm

Sp.
mm

709m 100 86 3

A

B

A

B

A

B

A D

B

Sp

Sp

C

C

A

B

C R

A

B

Item CERSALD
Hinges, for welding, two wings

Dim. A
mm

B
mm

C
mm

R
mm

D
mm

Sp
mm

Shaft
mm

6 60 15 27 2,0 12,0 2,0 8

8 80 15 37 2,0 12,0 2,0 8

10 100 18 46 2,2 14,5 2,0 10

12 120 21 55 2,2 16,5 2,0 10

14 140 21 65 2,5 16,5 2,5 11

A
mm

B
mm

C
mm

Sp
mm

70 42 35 2

A

B

A

B

A

B

A D

B

Sp

Sp

C

C

A

B

C R

A

B

Item CERSFILABILE
Hinge, separable

A

B

A

B

A

B

A D

B

Sp

Sp

C

C

A

B

C R

A

B
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Handle and Stainless steel Special Hinge

Item Maniglia

Item Cerscomparsa
Concealed hinge
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Chain

Rope

Ø
mm

Dimensions
mm

Weight
m/gr

2 14x5 72
3 19x7 166
4 20,5x8 295
5 22x9,5 465
6 28x11 670
8 35x14,5 1250

Diameter
 mm

Approx. weight 
(Kg/100m)

Min. tensile 
strength (KN)

Min. tensile 
strength (Kg)

1 0,495 0,83 85
1,5 1,11 1,86 190
2 2 3,30 337

2,5 3,1 5,15 525
3 4,5 7,42 757
4 7,9 13,20 1346
5 12,4 20,60 2101
6 17,8 29,70 3029
7 24,3 40,40 4120
8 31,7 52,80 5384

10 49,4 82,50 8413
12 71,2 118,66 12100
14 97,1 158,87 16200
16 127 206,92 21100

Diameter
 mm

Approx. weight 
(Kg/100m)

Min. tensile 
strength (KN)

Min. tensile 
strength (Kg)

1 0,42 0,63 64
1,5 0,89 1,42 145
2 1,57 2,25 229

2,5 2,55 3,95 403
3 3,54 5,07 517
4 6,29 9,01 919
5 9,83 14,10 1438
6 14,2 20,30 2070
7 19,3 30,40 3100
8 25,2 36,10 3681

10 39,3 55,21 5630
12 56,7 81,10 8270

Diameter
 mm

Approx. weight 
(Kg/100m)

Min. tensile 
strength (KN)

Min. tensile 
strength (Kg)

2 1,6 2,33 238
2,5 2,4 3,66 373
3 3,4 4,69 478
4 6,1 8,34 850
5 9,5 13,00 1326
6 13,89 18,80 1917
7 18,7 25,50 2600
8 24,3 33,30 3396

10 38,1 52,10 5313
12 54,8 75,00 7648
14 74,6 100,03 10200
16 97,4 130,43 13300

Item Catena
“Genovese” chain, Inox 304

Item Fune
Rope AISI 316 1x19

Item Fune
Rope AISI 316 7x7

Item Fune
Rope AISI 316 7x19

Chain for commercial use, unsuitable for lifting.
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Anchoring Accessories

D
mm

A
mm

L
mm

4 8 16
5 10 20
6 12 24
7 14 28
8 16 32

10 20 40
12 24 48
13 26 52
16 32 64
19 38 76
22 44 88
25 50 100

D
mm

B
mm

W
mm

H
mm

M 6 28 16 31
M 8 36 20 36

M 10 45 25 45
M 12 54 30 53
M 16 63 35 62
M 20 72 40 71
M 24 90 50 90

D
mm

B
mm

L
mm

W
mm

H
mm

M 6 28 12 15 31
M 8 36 13 20 36

M 10 45 17 25 45
M 12 54 20,5 30 53
M 16 63 27 35 62
M 20 72 30 40 71
M 24 90 36 50 90

Ø fune
mm

A
mm

B
mm

C
mm

D
mm

E
mm

2 7 12 21 5 3
2,5 9 14 23 6 4
3 11 16 27 7 5
4 14 21 31 8 6
5 16 26 39 9,5 7
6 18,5 29 42 10 8
8 21 35 50 12 9

10 26 42 59 14 11
12 31 48 70 17,5 14
14 34 55 76 20 16
16 39 63 85 21 17
18 41 68 93 23 19
20 45 73 103 26 22
22 50 82 112 32 24
24 54 92 125 34 26

Item Grilli
Inox Steel Shackle AISI 316

Item GolfareF
Eye bolt, female, DIN 582, Inox steel AISI 316

Item GolfareM
Eye bolt, male, DIN 580, Inox steel AISI 316

Item Redance
Inox Steel Redance AISI 304
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D1
mm

L
mm

L1
mm

A
mm

D
mm

H
mm

M 4 65 110 4 3 10
M 5 80 140 6,5 5 10
M 6 95 150 7,5 6 10
M 8 105 165 11 8 11

M 10 125 190 12 9 14
M 12 150 245 14 12 21
M 14 165 270 15 12 22
M 16 190 310 17 16 26
M 20 210 385 20 19 30

Item Tendi
Inox steel tensioner AISI 316

D
mm

L
mm

W1
mm

W2
mm

S1
mm

S2
mm

3 30 9 16 5 10
4 36 12 19 6 12
5 43 14 21 6 12
6 50 15 25 7 15
8 67 20 33 9 20

Item GS
Inox steel S Hook AISI 316

Ø fune
mm

D
mm

H
mm

2 M 3 17,5
3 M 3 21
4 M 4 23
5 M 5 25
6 M 6 32
8 M 6 35

10 M 8 44
13 M 10 55

Item Morsetto
Inox steel clamps AISI 316

D
mm

L
mm

B
mm

C
mm

B1
mm

6 66 12 11 15
8 94 16 16 20

10 118 20 22 24
13 152 26 28 32
16 188 32 37 39
19 229 38 45 41

Item Girof
Swivel/joint for pipes AISI 316

D
mm

L
mm

A
mm

A1
mm

E
mm

5 50 6 10 8
6 60 8 13 9
7 70 8 13 9
8 80 8 13 9

10 100 10 16 12
11 120 11 18 16

Item Mosch
Inox steel carabiner (biner) AISI 316
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A flexible spiral represents the best and the most economical solution for transferring large quantities of materials in a short time. 
Flexible spirals are made of stainless steel and are cold rolled. The diversity of production enables the production of spirals ranging 
from 5 mm external diameter to over 1000 mm, while their thickness varies from 3 to 12 mm.
A continuous spiral, thanks to the possibility of comprehensive application, and efficiency, is used in diverse agricultural and industrial 
activities, such as: storing grain in silos, snow plough production, drills, mixers, drilling tools for transporting concrete, heating plant 
feeder for pellets and biomass, micro dispensers, mud processing and equipment for compression, for rods for collecting machines 
during harvesting, oil plants and oenology machines, and extruders.

Item SD

• STANDARD LENGTH: 3 mt. rods (± 2 %)
• EXTERNAL DIAMETER: in the function of the belt’s width
	 and internal diameter.
• INTERNAL DIAMETER: in the function of the spindle,
	 even less than 1/5 of the external diameter.
• STEP: equal to the external Ø; for special transportation,
	 different step, even less than 2/3 of the external Ø or
	 1.5 times larger than the diameter.
• THICKNESS: at the internal Ø, approximately double the size
	 of the external one.
• THREAD DIRECTION: left and right, state precisely if ordered.

Clockwise rotation:
Ensure you do not change the rotation direction with the spiral rotation)

Flexible inox spirals AISI 304
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Tolerance

Ø external nominal Ø internal step Ø external
fino a 150 mm - 0 + 20/10 ± 5% - 8/10 + 20/10
150 - 250 mm - 0 + 25/10 ± 5% - 8/10 + 25/10
250 - 500 mm - 0 + 32/10 ± 5% - 20/10 + 42/10

Ø step

Right spiral Left spiral Transport direction
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Standard measures Item SD

STANDARD STEP (QUADRATE)
The step is equal to the external diameter with almost all 
material transport.

IMPACT OF THE INCLINATION ON OUTFLOW
Clockwise OUTFLOW varies in relation to the product being transported: moisture calibration, helix 
Ø, inclination, rotation speed, occupancy level, etc. See the Table below for the approximate values 
when transporting wheat with Ø 80 spiral (Ø 100 pipe) 659/750 rotations/min. 

The company can deliver all types of non-standard spirals at the specific request of a client.

PROLONGED STEP
For the rapid transportation of slippery materials or for use in 
mixers for liquids.
(even larger than 1.5 fold external Ø )

DECREASED STEP
Used in mixers and for transport with a 20o slant (by default, 
the external Ø is decreased to 2/3, decreasing is greater with 
an external Ø of 300 mm).

SPIRAL TAPE
For the transportation of viscose or moist materials, for snow 
ploughs, etc.
(adherence between the loops and trees)

Flexible inox spirals AISI 304
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Inclination 0° 15° 30° 45° 60° 90°

Outflow ton/hr. 10 9 7,5 6,5 6 3,5
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External diameter
mm

Step
mm

Per tree from
mm

Outer edge thicknes mm
mm

50 50 16.0 2.2 

80 80 26.9 2.4 

100 100 33.7 2.5 

120 120 33.7 2.2 

150 150 48.3 2.4 

160 160 48.3 2.4 

180 180 48.3 2.4 

200 200 48.3 2.0 

200 200 60.3 2.3 

400 400 114.3 3.5 

Ø external

Ø external

Ø external

Ø external
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The wheels shown and their carriers are designed for manual handling and for an operating speed not exceeding 4 km/h. In specific 
cases, special applications and due to safety regulations, an additional mechanism is used that complements the existing one, known 
as brakes

POLYAMIDE WHEELS WITH A MONOLIT STRUCTURE

POLYAMID CORE WHEEL, COATING WITH SPRAYED POLYURETHANE

Wheels with Inox Serial Carriers

Diameter
mm

Width
mm

Carrying capacity
Kg

item RUBFSF
fixed plate

item RUBGSF
rotating plate

Item RUBGCF
Rotating wheel,

front brake pedal

80 30 120 • • •

100 35 120 • • •

100 40 180 x x x

100 45 300 x x x

125 30 180 • • x

125 40 180 x x •

125 45 300 x x x

150 40 180 • • •

150 40 300 x x x

175 50 300 • • x

200 50 300 • • •

Diameter
mm

Width
mm

Carrying capacity
Kg

item RUBFSF
fixed plate

item RUBGSF
rotating plate

Item RUBGCF
Rotating wheel,

front brake pedal

80 30 120 • • •

100 30 120 • • •

125 30 180 • • •

125 40 250 x x x

150 35 180 • • •

175 45 300 • • x

200 50 300 • • •

Item RUBFSF
Wheel with fixed plate

Item RURFSF
Wheel with fixed plate

Item RUBGSF
Wheel with rotating plate

Item RURGSF
Wheel with rotating plate

Item RUBGCF
Wheel with rotating plate and front
brake pedal

Item RURGCF
Wheel with rotating plate and front 
brake pedal

• standard; x at request
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Threaded rod DIN 975

Bolts with hexagonal head and partly fine thread UNI 5737

Bolts with hexagonal head and full fine thread UNI 5739

Headless bolt with internal hexagon and flat top UNI 5923

Headless bolt with internal hexagon and conical top UNI 5927

Headless bolt with internal hexagon and hemispherical top UNI 5929

Bolts with cylindrical top and internal hexagon UNI 5931

Bolts with countersunk top and internal hexagon UNI 5933

Bolts with cylindrical top and slot UNI 6107

Bolts with countersunk flat top and slot UNI 6109

Bolts with countersunk hemispherical top and slot UNI 6110

Bolts with self-cutting thread with hexagonal head UNI 6949

Bolts with self-cutting thread with cylindrical hemispherical top and Phillips head UNI 6954

Bolts with self-cutting thread with countersunk flat top and Phillips head UNI 6955

Bolts with self-cutting thread with countersunk hemispherical top and Phillips head UNI 6956

Wing nuts UNI 5448

Hexagonal nuts ( high ) UNI 5587

Hexagonal nuts ( medium ) UNI 5588

Hexagonal closed nut UNI 5721

Washer / flat washer plate UNI 6592

Washer / flat wide washer UNI 6593

Flexible washers DIN 127 B

External circlips UNI 7435

Internal circlips UNI 7437

Split pin UNI 1336

Spring pins UNI 6873
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Item Description

PASTA01 Avesta paste for pickling

PASTA02 Paste for pickling

PENNELLIAG Brush for paste

RILEVATOREM   Molybdenum detector

ELET Welding electrodes

FILOS Welding wire ( thread )

Item Description

BARS Rods ( wire for welding rod )

SPAZCIRCG Round brush with handle

SPAZCIRSG Round brush with opening

SPAZPEN Brush, diameter 30

SPAZCURL Wood brush with wavy inox wire

DISB Beartex discs, diameter 100, with/without opening


